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QUBO SMART BULLET CAMERA 

TECHNICAL SPECIFICATION 

 

Parameters Specs 
Dimensions (x, y) in mm 157 MM x77 MM 

Color variation White 

Wi-Fi 802.11 b/g/n 

Dual Antenna (2.4/5 GHz) support Yes 

Reset button  Yes 

Still Image Capture Resolution front (in MP) 2.0 MP 

Capacitive button Yes 

Image Recording : format type  jpeg  

Focal length  f2.1 

Auto-focus/Fixed focus FF 

IR LED H/w + Spot Lights 2 + 4 

Digital Zoom 10X 

Video Recording : format type MP4 

Video Recording Resolution 1080p,480P 

Video Recording FPS 10fps 

FOV (Horizontal, vertical, diagonal in degree) 130 

Pixel size  2.5μmx 2.5μm 

Sensor size  1/2.8 Inch CMOS 

Supported external Memory Card Type Micro SDXC 

External Memory card Expandable Upto 1 TB 

Supported standards IEEE 802.11b/g/n and Wi-
Fi® 

IEEE 802.11b/g/n 

Supported frequency band 5 GHz No 

Frequency band  2.4 GHz 
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MCU Clock Speed 900MHz 

Audio codec's AAC 

Video codec's H.264 

No of speakers  1 

Speaker : Size  1W 

No of microphone 1 

Working Temperature range  0- 45° 

Power Supply rating  12V/1A 

Auto Zoom  No 

Auto Focus No 

Two way audio talk  Yes 

Motion Detection  Yes 

Person Detection  Yes 

Face Detection No 

Night vision capture  Yes 

Time Lapse video  Yes 

Notification LED light  Yes ( Person/Motion Detection) 

  

 


